
CROSS SECTION

12' LONG 4-BAY BREEZEWAY

ELEVATION - SIDELONGITUDINAL SECTION

12'

PLAN - FRENCH DOOR
ROOF

12' 2'-10"4'
18'-10"

8'
-9

1 4"

CROSS SECTION

WHERE FOUNDATION BELOW AFRAME STRUCTURE IS BASEMENT
DEPTH IT WILL ALSO BE BASEMENT DEPTH BELOW BREEZEWAY

ROOF TRUSSES TO BE
SOURCED LOCALLY

NOT PROVIDED BY AVRAME
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TRIO 150 - DUO 75 COMBINATION
SHOWN FOR REFERENCE.

ANY PLAN COMBINATION WILL
WORK WITH BREEZEWAY

TRIO + TRIO
TRIO + DUO
DUO + DUO

BREEZEWAY EXAMPLE

ROOF TRUSSES TO BE
SOURCED LOCALLY

T301
ENCLOSED

BREEZEWAY

BREEZEWAY SHOWN IS  4 TRUSS BAYS (8' WIDE).
BREEZEWAY CAN ALSO BE DONE AS 5 TRUSS BAY(10' WIDE)

DRAFTING AND ENGINEERING SEVICES PROVIDED FOR
BREEZEWAY PORTION. ALL BUILD MATERIALS FOR THE
BREEZEWAY ARE LOCALLY SOURCED AND STICK BUILT.
CONNECTION STRUCTURES REQUIRE CUSTOM FOUNDATION
ENGINEERING.



12' LONG 4-BAY BREEZEWAY WITH 20' X 20'  GARAGE
ELEVATION - SIDELONGITUDINAL SECTION

12'

PLAN - FRENCH DOOR

ROOF

12'4'
16'

CROSS SECTION

BREEZEWAY
ENTRY

20'12'

5'
-7

3 8"
8'

-9
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5'
-7
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TRIO 150 - GARAGE COMBINATION
SHOWN FOR REFERENCE.

ANY PLAN WILL WORK WITH
BREEZEWAY AND GARAGE.

GARAGE

BREEZEWAY
ENTRY GARAGEBREEZEWAY

ENTRY

ROOF TRUSSES TO BE
SOURCED LOCALLY

NOT PROVIDED BY AVRAME

TH
E 

GR
AP

H
IC

 M
AT

ER
IA

L 
AN

D
DE

SI
GN

 O
N

 A
LL

 S
H

EE
TS

 IN
 T

H
IS

SE
T 

RE
M

AI
N

 A
T 

AL
L 

TI
M

ES
 T

H
E

PR
O

PE
RT

Y 
O

F 
AV

RA
M

E 
U.

S.
A.

RE
PR

O
DU

CT
IO

N
 O

R 
RE

US
E 

O
F

TH
E 

M
AT

ER
IA

L 
AN

D 
DE

SI
GN

CO
N

TA
IN

ED
 H

ER
EI

N
 IS

PR
O

H
IB

IT
ED

 W
IT

H
O

UT
 T

H
E

W
RI

TT
EN

 C
O

N
SE

N
T 

O
F 

AV
RA

M
E

U.
S.

A.
 V

IO
LA

TO
RS

 W
IL

L 
BE

PR
O

SE
CU

TE
D 

TO
 T

H
E 

FU
LL

ES
T

EX
TE

N
T 

O
F 

TH
E 

LA
W

CO
PY

RI
GH

T 
AV

RA
M

E 
U.

S.
A.

AL
L 

RI
GH

TS
 R

ES
ER

VE
D

vr
am

e
U

SA

AVRAME U.S.A.
DRAWN FOR ONE-TIME USE FOR

ISSUE DATE

#

REVISIONS
REVISION DELTA

TR
IO

 O
PT

IO
N

S

04/20/2023

T302
BREEZEWAY
W/ GARAGE

BREEZEWAY SHOWN IS  4 TRUSS BAYS (8' WIDE).
BREEZEWAY CAN ALSO BE DONE AS 5 TRUSS BAY(10' WIDE)

DRAFTING ND ENGINEERING SEVICES PROVIDED FOR
BREEZEWAY AND GARAGE. ALL BUILD MATERIALS FOR THE
BREEZEWAY AND GARAGE ARE LOCALLY SOURCED AND
STICK BUILT. CONNECTION STRUCTURES REQUIRE CUSTOM
FOUNDATION ENGINEERING.
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CROSS SECTION

12' LONG 4-BAY BREEZEWAY
WITH UPPER LEVEL DECK

ELEVATION - SIDELONGITUDINAL SECTIONCROSS SECTION

BREEZEWAY

DECKDECK

CROSS SECTIONCROSS SECTION

BREEZEWAY

WHERE FOUNDATION BELOW AFRAME STRUCTURE IS BASEMENT
DEPTH IT WILL ALSO BE BASEMENT DEPTH BELOW BREEZEWAY
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CROSS SECTION

12' LONG 4-BAY BREEZEWAY
WITH UPPER LEVEL DECK

ELEVATION - SIDELONGITUDINAL SECTIONCROSS SECTION

BREEZEWAY

DECKDECK

CROSS SECTIONCROSS SECTION

BREEZEWAY

4:124:12

WHERE FOUNDATION BELOW AFRAME STRUCTURE IS BASEMENT
DEPTH IT WILL ALSO BE BASEMENT DEPTH BELOW BREEZEWAY T303

BREEZEWAYS W/
UPPER LEVEL DECK

BREEZEWAY SHOWN IS  4 TRUSS BAYS (8' WIDE).
BREEZEWAY CAN ALSO BE DONE AS 5 TRUSS BAY(10' WIDE)

DRAFTING AND ENGINEERING SEVICES PROVIDED FOR
BREEZEWAY. ALL BUILD MATERIALS FOR THE BREEZEWAY
ARE LOCALLY SOURCED AND STICK BUILT. CONNECTION
STRUCTURES REQUIRE CUSTOM FOUNDATION ENGINEERING.


